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PEGASUS 
Recessed Adjustable Spotlight 
for Halogen Lamps 

 
12V

    

 

PEGASUS 150 B29 PEGASUS 250 B30 PEGASUS 350 B31

Type: A range of elegant recessed adjustable spotlights for halogen lamp, providing unique interior design 
solutions. Ideal for areas requiring good colour rendering and high lighting levels.

Specification: Double-ring aluminium reflectors adjustable in all directions.
Black powder coated steel housing with silver coated frame outside.
Luminaire is plastic-wrapped and boxed individually.

Installation: Suitable for plasterboard or similar types of ceiling, requires a cut-out.
Application: Indoor. Ideal for all display lighting, showrooms and exhibitions.

Name Lamp (W) and holder Overall dimensions 
(LxWxH), mm Weight, kg Total wattage, W

Pegasus 150 B29 1х50W (GY6,35) 190x190x173 0,8 50
Pegasus 250 B30 2х50W (GY6,35) 375x190x173 1,6 100
Pegasus 350 B31 3х50W (GY6,35) 550x190x173 2,2 150
Pegasus 450 B32 4х50W (GY6,35) 350x350x173 3,0 200
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Options available on request: PEGASUS 150 B29
HV – Version with lamps for 220-240V AC voltage
RAL – RAL colours

Name Lamp (W) and holder Overall dimensions 
(LxWxH), mm Weight, kg Total watt-

age, W
Pegasus HID 135 O97 HF 1х35W (GX8,5) 190x190x173 1,2 43,5
Pegasus HID 170 O98 HF 1х70W (GX8,5) 190x190x173 1,2 80
Pegasus HID 235 O99 HF 2х35W ( GX8,5) 375x190x173 2 87
Pegasus HID 270 P01 HF 2х70W ( GX8,5) 375x190x173 2 160
Pegasus HID 335 Q38 HF 3х35W ( GX8,5) 550x190x173 3 130,5
Pegasus HID 370 Q39 HF 3х70W ( GX8,5) 550x190x173 3 240
Pegasus HID 435 P02 HF 4х35W ( GX8,5) 350x350x173 3,6 174
Pegasus HID 470 P03 HF 4х70W ( GX8,5) 350x350x173 3,6 320
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